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PROOF OF CONCEPT OF AN AUTOMATED CoCoRaHS RAIN GAUGE 
 
CoCoRaHS is the Community Collaborative Rain, Hail and Snow Network, collecting 
daily precipitation reports from volunteers’ reading of a low-cost plastic 4-inch diameter rain 
gauge. Nolan Doesken, the Colorado State Climatologist following the disastrous Fort Collins 
flood of July 1997, created the network. Today there are more than 20,000 rain gauges in 
service. There are three limitations in the present CoCoRaHS rain gauge. The first limitation is 
limited temporal granularity, i.e., data measurements are only available once each 24-hours, in 
the best cases. The second limitation is not being able to capture data during an extreme event 
as it is occurring. The third limitation is because this is a volunteer activity other activities may 
interfere with the ability to collect daily data. The question is can the CoCoRaHS rain gauge 
be modified to eliminate these three restrictions while keeping the design as simil r to the 
current system as possible.  
The design is to turn the present rain gauge into a weight-based automated rain gauge. An 
in-lab tested prototype was built requiring only that the rain gauge bracket needed modificati n. 
The result is a modified bracket holding a load-cell, microcontroller and Wi-Fi communications 
subsystems. A number of experiments were designed and conducted to prove the feasibility of 
the rain gauge. The conclusion is that a low-cost, high-accuracy weight-based automated 
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1.1 Introduction to CoCoRaHS 
1.1.1 General 
CoCoRaHS is the Community Collaborative Rain, Hail and Snow Network, which is “a 
unique, non-profit, community-based network of volunteers of all ages and backgrounds 
working together to measure and map precipitation (rain, hail and snow)” [1]. By using a 
low-cost measurement rain gauge device, stressing training and education, and utilizing an 
interactive Web site (www.cocorahs.org), CoCoRaHS was developed to provide quality data 
for natural resource ducation and research applications. Volunteers of CoCoRaHS cover all 
fifty states in the United States and are expanding around the world.  
1.1.2 History 
The idea of CoCoRaHS originated following a devastating flash flood that hit Fort 
Collins, Colorado in July 1997. According to Henry W. Reges, over 14 inches (355 mm) of 
rain fell in several hours flooded some areas of the city while other portions had only modest 
rainfall [2]. The rainfall from July 27, 1997 to July 28, 1997 (see Figure-1) of over 14 inches 
of rain fell in just 7 hours on the west side of Fort Collins, while only 2 inches fell just 5
miles to the east. The existing sources of precipitation data in 1997, such as meteorological 
radar, satellite data, official weather stations and spotter reports, failed to accurately capture 
the intensity and extent of the highly localized storm. The flood alarm was not se t in time 
and the heavy flood ravaged Fort Collins.  
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According to Bill Murray, this was a 500-year flood for Fort Collins. Damages on 
Colorado State University campus were surprisingly high during this flood [3]. The Morgan 
Library was inundated and more than 425,000 water logged books had to be shipped to a 
giant freezer to prevent mold damage; about half of the books were salvaged. Research 
documents, journals, and historical records were lost. Over 40 buildings were damaged and 
some graduate students were displaced from student housing [4]. Five people died despite 
valiant rescue efforts during the flood. Damage totaled over $200 million.  
Through a post-storm survey by the Colorado Climate Center, the storm was evaluated in 
quantity, intensity and spatial pattern of precipitation. The large rainfall amount in the 
western part of the city, and at a higher elevation, let the flood waters flow into the eastern 
part of the city. People realized the important role individuals could play in measuring, 
mapping and reporting precipitation amounts. However, there were few weather stations and 
rain gauges were located far apart. This inspired Nolan Doesken, who is the founder of 
CoCoRaHS and the state climatologist for Colorado at the Colorado Climate Center at 
Colorado State University, to build up a grassroots volunteer network of backyard weather 





Figure-1 Rainfall (inches) for Fort Collins at 4 pm MDT July 27, 1997 through 11 pm 
July 28, 1997  (Distance between A and B = 5 miles, A=14.5 inches, B=2.0 inches) [5]
1.1.3 Main goals 
In 1998, CoCoRaHS was begun. As stated on the CoCoRahs website, there are four main 
goals that CoCoRaHS tries to achieve. The first goal is to provide observers, decision makers 
and other end-users with accurate high-quality precipitation data on a timely basis. The 
second goal is to increase the density of precipitation data available throughout the country 
by encouraging volunteer weather observations, as well as by collaborating with existing 
precipitation networks. The third goal is to increase community awareness about our weather 
by inspiring and encouraging citizens to participate in meteorological science and to have fun 
doing so. And last but not least, is to provide enrichment activities in water and weather 
resources for teachers, educators and the community at large; thus, building a collective 
awareness of our climate and developing citizen’s skills in scientific data collection. 
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1.1.4 Volunteer network 
Volunteers are a vital part of CoCoRaHS. The perfect CoCoRaHS volunteer candidates 
are those who are interested in weather, scientists and others who want to help in the 
community. The duty of the CoCoRaHS volunteer is to spend a few minutes doing a “hands-
on” precipitation measurement and reporting data to CoCoRaHS e ch day. Volunteers will be 
amazed at what they learn as they become more aware of the weather that impacts us all [6].  
Through 4-inch diameter high capacity rain gauges, CoCoRaHS volunteers help provide 
critical precipitation observations by submitting standard daily observation of total 
precipitation to the CoCoRaHS website or phoning into the CoCoRaHS office [7]. If 
volunteers need to be on a trip for several days, they can e ter their data as a multi-day report 
and leave comments if they think they know on which day precipitation fell. Besides, 
volunteers are suggested to keep a written record of their precipitation data, which is a 
backup in case CoCoRaHS has computer or phone problems. If a CoCoRaHS student intern 
spots a suspicious or erroneous report for one station, they may contact that volunteer to 
double check the data. CoCoRaHS recommends the member reading from 430 to 930 and 
prefer a 7:00 am reading. Reports from other times will not appear on CoCoRaHS maps. 
Even though the 500-year 1997 flood was the inspiration for CoCoRaHS, the utility of 
CoCoRaHS data is not limited to extreme events. The observations are also used by the 
National Weather Service on a daily basis, as well as by Hydrologists, Emergency Managers 
and Water Departments. The data is important to city utilities, such as water supply, water 
conservation and storm water. The bean ficiaries could be as big asUSDA-Crop production, 
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farm service agencies insurance adjusters, mosquito control, outdoor and recreation, or 
individuals such as engineers, ranchers and farmers. Members of CoCoRaHS can also benefit 
from the hands-on science of precipitation measurement anduse the data as an educational 
tool whereas professionals do not benefit from hands-on measurements but must rely on data 
provided by weather services [8].  
CoCoRaHS is also used as a major component when setting the Drought Intensity levels 
in the U.S. Drought Monitor. So even when the volunteer reports “zero” for days on end in 
the Spring, it does make a difference [8]. CoCoRaHS data is also used in bias-correcting 
radar-based rainfall estimates. This helps improve rainfall analyses that are used to create 
River Flood and Flash Flood guidance products used by meteorologists [8]. A an example, 
nearly 80% of the snowfall reports received by the National Weather Service for a January 
2013 storm came from CoCoRaHS observers [8]. 
CoCoRaHS network now covers all U.S. and parts of Canada. A very ambitious goal of
the network is one observer in every square mile in urban areas and o e in every 36 square 
miles in rural areas. For the U.S. this would result in a network consisting of approximately 
238,000 rain gauges. Therefore, the current network represents a little less than 10% of the 
goal. 
1.1.5 Equipment – rain gauge 
According to the CoCoRaHS website, the official CoCoRaHS rain gauge is a low-cost 
plastic 4-inch diameter rain gauge. It is composed of four parts (see Figure-2): a funnel, a 
measuring tube, and a 4-inch diameter overflow tube, and a mounting bracket. “The funnel 
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directs the precipitation into the measuring tube and magnifies it by a factor of 10. This 
allows observers to report rainfall to the nearest 0.01" (one hundredth of an inch). The 
measuring tube, when full, will hold "one inch" of rainfall. When it rains more than one inch, 
the excess water collects in the overflow tube. ” The cost of this rain gauge is around $30 and 
volunteers can buy parts separately.  
        
Figure-2 CoCoRaHS gauge       Figure-3 Ten-year Comparison 
Even though some volunteers have other kinds of automated rain gauges in their back 
yards, they are requested to report the data coming from the official CoCoRaHS gauge in 
order to accurately compare CoCoRaHS reports. Through a ten-year rain gauge comparison 
experiments (see Figure-3) [9], the CoCoRaHS gauge has shown itself consistent and reliable. 
At CSU Campus weather station, there are five rain gauges continuously used to measure 
precipitation. Four out of five rain gauges arethe typical professional rain gauges. They are 
NWS Standard Rain Gauge (SRG), 8’’ diameter Dual-traverse Universal Weighing-Bucket 
Gauge, 8’’ diameter Fischer-Porter weighing gauge with 15-minute paper tape punch block, 
and 8’’ diameter tipping bucket rain gauge. In the experiment, the data was compared 
between SRG (8’’)  and CoCoRaHS rain gauge. The data from the other three professional 
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rain gauges were used to calculate the average precipitation, which was then used as a 
comparison with SRG and CoCoRaHS. The results indicated that the SRG and the 
CoCoRaHS rain gauges produced results within 3% of each other over the ten-y ar 
experiment.  
1.1.6 Restrictions 
After eighteen years, CoCoRaHS is mature. Although the expansion f CoCoRaHS 
network is impressive, there are three restrictions limiting CoCoRaHS data.  
The first restriction is limited temporal granularity. CoCoRaHS only gets one data point 
from the station per day, at best, to make a precipitation map if the volunteer eads the gauge 
and reports between 4:30 am - 9:30 am. It is impossible to catch a rain event immediately 
with 24-hour reporting. The present CoCoRaHS precipitation is more static, which limits the 
use of the map. A dynamic precipitation map will be much more helpful in extreme events. 
The second restriction is reliability of precipitation data. People who collect and report 
data are volunteers from all ages and backgrounds. They have different jobs and different
schedules. It is impossible to ensure every CoCoRaHS volunteer r ports daily. For example 
(see Figure-4), CoCoRaHS has more than 20,000 members while on March 1st, 20 6 there 
were only 9,080 reports by 9:30 am. Besides, even though everyone is trained to take the 
standard rain gauge reading, because it is a volunteer activity, the hands-on measurement can 
lead to errors. 
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Figure-4 Comparison between the volunteer map and one-day report map 
The third restriction is because it is volunteer activity other activity may interfere with 
the ability to collect daily data. Some people may not have th  time or interest to do this 
hands-on experiment everyday but they still want to know the precipitation in their gardens.  
 
1.2 Scope – Can these restrictions be fixed 
Despite the three restrictions, CoCoRaHS does a good job providing precipitation 
information across many parts of the country and some international areas. The question is 
can the CoCoRaHS rain gauge be modified to eliminate the three restrictions described while 
keeping the design similar to the current system? There are already 20,000 gauges in the 
field. It will be a huge waste if the new design had to replace the ntire present rain gauge 
network. Thanks to the detachable construction and modularity of the CoCoRaHS rain gauge, 
it might be possible to re-design one of the present rain gauge parts. 
To minimize the changes of old gauges, the plan is to re-design the bracket only, which 
will  turn the present gauge into a weight-based automated rain gauge. The new design will 
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also enable the rain gauge to automatically report precipitation data every 15 minutes. This 
would help realize the near instant precipitation event report and resolve the limits of 
temporal granularity. Thus, the new design will provide more detailed and dynamic 
precipitation maps, which could be used for better ground truth data for radar correction. 
As a first step towards the development of new CoCoRaHS rain gauge, the contribution 
of this study is the proof of concept of the low-cost weight-based rain gauge. The research 
focuses on the Internet of Things (IoT) for a real time rainfall measurement device. The 
project is divided into two parts, the mechanical design part and communication parts. The 
mechanical design should provide an accurate low-cost weight-based rain gauge. The 
communication part will ensure the feasibility of the communication between th  rain gauge 
and the other electrical devices, such as a laptop or cellphone. 
 
1.3 Thesis Outline 
This thesis is organized as follows. Chapter 2 presents the general design of an 
automated CoCoRaHS rain gauge, thedescription of device components, and bill of material. 
Chapters 3 and 4 present the detailed design and experiments. Chapter 3 covers the 
mechanical design based on the present CoCoRaHS rain gauge and testing experiments for 
the accuracy of the weight-based rain gauge. Chapter 4 describes electronic design, including 
coding, and communication through Wi-Fi. The thesis is concluded in Chapter 5 with a 







The purpose of the new design is to turn the present CoCoRaHS rain gauge into a weight-
based automated rain gauge. The new rain gauge could not only be manually read for the 
height of precipitation by volunteers, but also sense the weight of precipitation and then 
convert this weight into the height of precipitation automatically. Volunteers could continue 
their tradition to report the daily reading but the new rain gauge could report the intermediate 
time data in a rainfall event automatically. As will be shown, it is expected that the total cost 
of new rain gauge could be less than fifty  dollars for current customers and seventy-five 
dollars for new customers. 
  
Figure-5 Design of new CoCoRaHS rain gauge 
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2.2 Components 
The design of the new rain gauge consists of five parts, including base bracket, load cell, 
analogue digital converter (ADC), microprocessor, and Wi-Fi communication subsystem. The 
load cell will be used to measure the weight of precipitation. Because of the analogue signal 
coming out of the load cell, an ADC module is used to amplify the signal and convert it to 
digital data. Once the data is in digital form, the microprocessor program will convert the 
weight of precipitation to the height of precipitation. The Wi-Fi will be the main method of 
communication between the new rain gauge and other electronic devices. All of the 
datasheets can be found in Appendix A. 
2.2.1 Load cell 
To measure the weight of the precipitation in the rain gauge, a sensor is required with 
enough capacity to support the weight of the rain gauge cylinder and its full precipitation 
capacity and accurate enough to detect small weight changes. The weight of the rain gauge 
will vary from 0.7kg to 2.9kg. The empty weight of rain gauge is 0.7kg and its capacity is 
11inches of precipitation, which is 2.2kg of water. The resolution of the present CoCoRaHS 
rain gauge is 0.01 inch, which is equal to 2g as weight. Therefore, the weight sensor needs to 
have a capacity of 3kg and a resolution less than 2g. This range of weight-based 
measurements is common to jewelry and small kitchen scales. Therefore, a load cell from 
those scales could provide the function needed in the new CoCoRaHS rain gauge. 
According to the datasheet of 3133 - Micro Load Cell (0-5kg) [10], a load cell is a force-
sensing module. This module is carefully designed in metal structure, with small elements, 
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known as strain gauges, mounted in precise locations on the structure (see Figure –6). Load 
cells are designed to measure force in one direction and ignore other forces being applied. 
Normally for the best result, it is suggested to at most use 1/3 to /2 of the measuring range of 
the load cell to prevent the plastic distortion in strain gauges. Therefore, in th  design for the 
CoCoRaHS rain gauge, the normal operation of CoCoRaHS rain gauge is less then 1kg, 
which requires a 5kg load cell to avoid overload. 
 
Figure-6 Bridge Circuit of Load Cell [11] 
Strain-gauge load cells convert the load acting on them into electrical signals. The 
measuring is done with very small resistor patterns, also known as strain gauges. It is an 
effectively small, flexible circuit board. From the description in the Datasheet, “the gauges 
are bonded onto a beam or structural member that deforms when weight is applied, in turn 
deforming the strain gauge. While the strain gauge is deformed, its electrical resistance 
changes in proportion to the load.” [10] The main problem is the sensitivity to temperature 
variation. This circuit is highly influenced by temperature. To maintain the accuracy of force 
measurement, there are two methods to cancel out the effects of temperature. The first is by 
matching the expansion rate of the strain gauge to the expansion rate of the metal it is 
mounted on; undue strain on the gauges can be avoided as the load cell warms up and cools 
13 
down. The other method is using multiple strain gauges to solve the temperature 
compensation. The theory of this method is that all strain gauges respond to the change in 
temperature with the same change in resistance. “Some load cell designs use gauges that are 
never subjected to any force, but only serve to counterbalance the temperature effects on the 
gauges that measure force. Most designs use four strain gauges, some in compression, some 
under tension, which maximizes the sensitivity of the load cell, and automatically cancels the 
effect of temperature.” [10] The load cell chosen belongs to the second method and is know 
as a strain gauge bridge sensor. 
2.2.2 Analogue digital convertor 
The electrical signal output by the load cell is very small and cannot be read directly by 
the microprocessor. The original signal requires specialized amplification and then coverts 
the analogue signal to digital data. Therefore, a module is needed to perform the 
amplification and conversion of the load cell output. Based on Avia Semiconductor’s patented 
technology, HX711 is a precision 24-bit analog- to-digital converter (ADC). It is designed for 
weight scales and industrial control applications to interface directly with a strain gauge 
bridge sensor.  
According to the HX711 datasheet, there is a two input-multiplexer named Channel A or 
B. These two Channels are differential inputs to the low-noise programmable gain amplifier 
(PGA) [12]. “Channel A can be programmed with a gain of 128 or 64, corresponding to a 
full -scale differential input voltage of ±20mV or ±40mV respectively, when a 5V supply is 
connected to AVDD analog power supply pin. Channel B has a fixed gain of 32.” [12] There 
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is an on-chip power supply regulator, which eliminates the need for an external supply 
regulator to provide analog power for the ADC and the sensor. “Clock input is flexible. It can 
be from an external clock source, a crystal, or the on-chip oscillator that does not require any 
external components. On-chip power-on-reset circuitry simplifies digital interface 
initialization. There is no programming needed for the internal registers. All controls to the 
HX711 are through the pins.” [12] 
 
Figure-7 24-Bit Analog-to-Digital Converter (ADC) for Weigh Scales [12] 
2.2.3 Microprocessor 
The Arduino Uno R3 microprocessor was selected as the controlling microprocessor. 
According to Arduino website [13], the Arduino Uno is a microcontroller board based on the 
ATmega328. It has 14 digital input/output pins, 6 analog inputs, a 16 MHz ceramic resonator, 
a USB connection, a power jack, an ICSP header, and a reset button. It contains everything 
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needed to support the microcontroller; it can be connected to another computer with a USB 
cable or can be independently powered by an AC-to-DC adapter or battery.  
 
Figure -8 Arduino Uno [13] 
2.2.4 Wi-Fi 
Wi-Fi networking was selected for the rain gauge. And EMW3162 for quick development 
cycles was chosen because of its interface as platform to transmit wireless data. 
As the EMW3162 datasheet states [14], “EMW3162 is a low-power embedded Wi-Fi 
module that integrates a wireless LAN MAC/baseband/radio, and a Cortex-M3 
microcontroller STM32F205 that runs a unique ‘self-hosted’ Wi-Fi networking library and 
software application stack. The EMW3162 has 1M bytes flash memory, 128k RAM and rich 
peripherals for your embedded Wi-Fi applications. “ EMW3162 is pin compatible and 




Figure -9 EMW3162 [14] 
2.2.5 Mechanical system (Bracket) 
The Single Point Load Cell selected needs to be mounted by bolting down the end of the 
load cell where the wires are attached and applying force on the other end in the direction of 
the arrow shown in Figure-10. According to load cell handbook [12], “where the force is 
applied is not critical, as this load cell measures a shearing effect on the beam, not the 
bending of the beam. If you mount a small platform on the load cell, as would be done in a 
small scale, this load cell provides accurate readings regardless of the position of the load on 
the platform.” Therefore, a base is needed under the rain gauge cylinder for the location of 
the load cell. 
To maintain most of components of the original CoCoRaHS rain gauge design requires 
changes to only be made to the bracket. The load cell requires a base to be added to th  
bracket that could include all the electronics fit ted within this base. The original CoCoRaHS 
is made from plastic, which matches to the use of 3D printing technology for the construction 
of the base. 
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Figure -10 5kg load cell with the sign of arrow 
 
2.3 System lifetime 
Under normal usage, the redesigned CoCoRaHS rain gauge should offer a minimum six-
month lifetime on battery power. In order to minimize the power consumptions, the system 
should be operated at the minimum required voltage. For the components selected this is 3 
volts. Therefore, one possibility for a battery pack would be to use two lithium-polymer 3.4-
volt AA size batteries. These batteries are rat d at 2300mA-hr. Analyzing the power 
consumed by the system, the main concern will be the radio which consumes 100 times more 
energy than the other electronic components. The lifetime of the rain gauge battery will be 
strongly influenced by geography because different rainfall patterns affect the frequ ncy of 
the radio wake-up. Both of the extreme situations can be calculated, no precipitation and 
continuous precipitation. For the no precipitation situation, the upper-limit of the battery life 
is about fifty years. On the other hand, if the radio operates continuously to transmi data, the 
lower-limit of the battery is less than one day, i.e. about fifteen hours. So the battery pack 
could power this device between 15 hours to 50 years. 
A more realistic data report would be every 15 minutes and at least once per day. 
Calculating on these more realistic conditions, we get the rain gauge lifetime from two years 




Part Mode Current 
load cell 
sleep  0μA 
wake-up  N/A 
HX711 
sleep  0.3μA 
wake-up  1400μA 
AVR 
sleep  0.9μA 
wake-up  1200μA 
Wi-Fi 
Off 2μA  
wake-up  270000μA 
 
2.4 Bill of Material 
Because this is just a prototype, the cost of the inal product will be much cheaper than 
what was spent on the proof-of-concept. The following chart presents the cost spent for the 
prototype while the ‘expected wholesale price’ means the price when the new rain g uge is 
manufactured in quantity. There are additional costs that cannot be predicted such as the 
design fee for integrating all the electronic components onto a specially designed printed 
circuit board and the mold design and construction and set-up costs of the new bracket and 
base production. 
 
Item # Qty Mfg Part Retail Price Expected Wholesale Price 
1 1 5kg load cell  $5.52  $2 
2 1 HX711 module  $12.52  Combine these three 
components into one PC board, 
estimated $25 
3 1 Arduino  $16.99 
4 1 Wifi module  $9.95 
5 2 Battery  $1  $0.3 
6 1 Plastic parts  N/A  N/A 
  7   Others     







MECHANICAL DESIGN AND TESTS 
3.1 General 
In this chapter the mechanical system of the rain gauge is discussed and the experiments 
with the load cell are shown. The mechanical system includes a funnel, a measuring tube, a 4-
inch diameter overflow tube, and a mounting bracket (see Figure-11). To maintain as much of 
the present CoCoRaHS rain gauge as possible, the decision was made to only modify the 
mounting bracket and to design a new base for the electronic components (see Figure-12). 
The experiments with load cell were to measure the linearity between the weight input and 
analogue output from the load cell. 
 
Figure-11 components of present CoCoRaHS rain gauge 
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Figure 12 Rain gauge models 
(left) present rain gauge 
(right) new rain gauge 
3.2 Bracket modification 
The present mounting bracket has stops that hold the cylinder against the bracket (see 
Figure-13 left). Using a weight-based method requires that the cylinder needs to be free to 
move in the vertical direction (see Figure-14). Therefore, to minimize changes to the original 
design of the bracket, the stops on the original bracket were removed to enable the rain gauge 
cylinder to slide through the bracket. The material of the bracket is polycarbonate, thus the 
removal method used a Dremel Tool as a grinder to limit damage to the bracket. The detail of 
altered bracket is shown in Figure-15. 
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Figure – 13  the bracket 
(left) original bracket with stops; 
(right) modified bracket without stops 
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Figure –14  the new bracket 
 
Figure – 15  the detailed comparison of the brackets 
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3.3 New base design 
To support the load cell and contain the other electrical parts, a base is needed that could 
match with the bracket (see Figure-16). The shape of this base is a circular on a rectangle that 
is easy to mount on the bracket and iterface with the cylinder. The base will house the single 
point load cell and the electronics, batteries and communication system. The 0-2kg load cel  
used for the new base design was removed from a kitchen scale. Although the 0-2kg load cell 
does not satisfy the actual requirement of the CoCoRaHS rain gauge, it still could be used in
the proof-of-concept. This piece screws to the bracket for a firm connection. 3D-printing 
technology was used to build the base. 
 
Figure – 16  the propose model for the base 
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Figure –17  Base Design 
(left) base without load cell 
(right) base with load cell support and load cell 
 
Figure – 18 the 3D printed base 
3.4 Experiments with load cell 
There were two kinds of experiment to demonstrate the feasibility of this weight-based 
rain gauge. The first set of experiments was to test the linearity of load cell output. The other 
set of experiments was to see how well the base works with the bracket. 
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3.4.1 Linearity experiments 
 The load cell was tested under different voltage inputs (see example in Figure-19). The 
suggested voltage input should be 5 volts, which will consume more power than lower voltages. 
There was concern that the linearity would not be as good under a lower voltage input. The 
experiments show there is a difference in the slope but that the results are linear. This showed 
that the load cell could be run at low-level voltage input. 
 To satisfy the requirement of rain gauge lifetime, 3 volts is used as input for testing the 
linearity of the two load cells. The experiment equipment includes a power supply, a digital 
voltmeter, a plastic container/rain gauge cylinder, and the load cell attached to the base. The 
measurement devices are located in C105 Lab where no liquid is allowed in the Lab. Therefore, 
rice was used as weight rather than water. Because of different shape of the load cells, different 
bases were applied to install different load cells. The experimental set-up  are shown in Figure-
20. 
 The actual useful range of load cell is from 0g to 1kg because it is rare to have a filled 
CoCoRaHS rain gauge in the field. The 2kg load cell from the kitchen scale was chosen to test 
the linearity under different increments. If the input weight is assumed as ‘g’nd the output 
voltage as ‘V’, the equation of linear regression for each increment can be calculated. These 
equations are also shown in Figure-21 ‘Function comparison’. All the functions have similar 
slopes. The results shown in Figure-21 demonstrated that the load cell had enough sensitivity 
and is linearly stable. 
  
26 
 To consider the extreme situation that CoCoRaHS rain gauge is filled with water, the 0-
5kg load cell should be used to test the linearity over the maximum range of the the rain 
gauge. Because the size of most 0-5kg load cells in market is bigger than the 0-2kg load cell 
from the kitchen scale, the two cells were unable to share the base. A new metal base (shown 
in Figure-22) was designed and built by the CSU machine shop for testing. The results 
(shown in Figure-23) again demonstrated the high linearity of the load cell output, which re-
confirmed the feasibility of the weight-based method. 
 
 




Figure – 20 Linearity experiments set-up 
(left) 2kg load cell 
(right) 5kg load cell 
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Figure – 21 Results and analysis of linearity experiments 
(x-axis represents input weight, g; y-axis represents output voltage, mV). 
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Figure-22 Metal platform and 5kg load cell 
 
Figure-23 The result of 5kg load cell 
 
3.4.2 Base-bracket experiments 
Based on the linearity experiments, the feasibility of the weight-based method was 
demonstrated. After the new base was designed and 3D-printed, the following set of 
experiments focused on the interaction between the new base and the bracket. The new base 
needed to replace the kitchen scale base for the load cell and the bracket was stable with the 
new base. Simulating the actual situation as much as possible, the rain gauge cylinder was 
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used as the container. Two experiments were designed to compare with the results in the 
linearity experiment, which was assumed as ideal situation.  
One of the experiments used only the rain gauge cylinder and the 3D-printed base but 
without the bracket. The purpose of this experiment was to test the 3D-printed base. The 
graph of the results is shown in Figure-24 in green, which shows high linearity and 
continuity. 
The other experiment is with the rain gauge cylinder, 3D-printed base and the bracket. 
This experiment was designed to show if the bracket and the base could work together to 
provide linear results. The graph of the results is shown in Figure-24 in blue. In general, it is 
linear but with some unexpected points that have permanently influenced the results. The data 
between the two adjacent unexpected points, which is considered as one interval, is line r and 
continuous. Each interval has the same slope as the other. It is speculated that the bracket 
causes this phenomenon. When the weight of the cylinder becomes heavier, the plastic 
bracket at first tolerates the force then over a certain weight the slight bending of the bracket 
permanently influences the load cell reading. 
The comparison of charts and equations is shown in Figure-24. The conclusion from these 
experiments was to improve the connection between the base and the bracket. The better the 
connection between base and bracket, the smaller the influence the bracket has on the results. 




Figure – 24 Results and analysis of Cooperation experiments 







ELECTRONIC DESIGN AND TESTS 
4.1 General 
To minimize energy consumption, this new CoCoRaHS rain gauge will have two 
operating modes, sleep and wake-up (see in Figure-25). Sleep mode is the normal state where 
the rain gauge operates at a very low level of power. Wake-up mode has three options 
depending on the time and the precipitation. Every fifteen minutes the system wakes up to 
measure the weight of the cylinder (see in Figure-26). If there is a weight change, the 
microcontroller will wake up the Wi-Fi to transmit the precipitation data. If the weight has 
not changed, the whole system will go back into the sleep mode. Everyday at a specific time 
(like 7 a.m.), the Wi-Fi unit is activated to send the daily report.  
This chapter mainly describes the coding for the microcontroller and the experiments. The 
experiments have two parts. One is to test the operation of the electrical system after 
connecting all components. The other is to demonstrate the wireless transmission between 
rain gauge and a receiving laptop.  
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Figure-25 Two basic modes  Figure-26 Three options for wake-up mode 
4.2 Connection setup 
As shown in Figure-27, the strain gauge bridge is connected to the HX711 analog inputs 
and HX711outputs to the microcontroller board. This system allows for a load cell with any 
weight range. In these communication tests the 0-5kg load cell was used as meeting the 





Figure-27 Electrical Connection  
a) Bridge circuit connection (http://rohmadi.my.id/wp-content/uploads/2014/10/HX711-
3.png) 





 There are several kinds of external power sources for Arduino. Arduino UNO has four 
power input methods (see Figure-29). The first is through a USB port, which should be +5V 
input. The second is a JAPAN JACK socket, which accepts from +7V to 12V. The third is Vn 
socket and the last is a 5V socket. In these experiments, the system is powered from the 
laptop through the USB port to Arduino. The USB power was the easiest and most 
convenient compared to the other methods. 
   
Figure-29 the inputs for Arduino powering [16] 
4.3 Coding of Arduino 
The coding for the Arduino is vital to the whole system, controlling unit conversion, basic 
calculations, data storage, and wake-up control. For the proof-of-concept the code does not 
need to satisfy all the desired functions. The main goal for the code is to obtain and output a 
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value with weight units. There is an Arduino library for the HX711, which is simple to use. 
Only one function is called to get the reading from the chip. The detail of HX711 library is 
shown in Appendix-B.  
Before everything starts, the unit is calibrated with two known weights. One is to asume 
the platform without load as 0g. The second is any known weight, such as 100g standard 
weights. Use the sample code of serial reading (see in Figure-30). There are two numbers, 
‘offset’ and ‘coefficient’; that are needed to do unit conversion. When there is no load, the 
direct reading is ‘offset’. When it is loaded with 100g, the direct reading is ‘X’. The follow 
calculation produces the coefficient for unit conversion.  ����������� = 100� − 0�
(������ − �) 
After ‘offset’ and ‘coefficient’ are obtained, the code for the load cell is complete. The 








Figure-31 5kg load cell code 
4.4 Experiments with Arduino and Wi-Fi shield 
 This set of experiments has two parts. The first part runs the script to test the code. The 
second part executes the wireless data transmission. The only difference between these two 
parts is the use of Wi-Fi module. These experiments are shown in Figure-32. Water is used as 





 The code testing experiments use Arduino Software (IDE) to program and display results
on a serial monitor (see Figure-33). The first step was to run the sample code of HX711 to get 
‘offset’ and ‘coefficient’ numbers. These two numbers were manually input into he code for 
0-5kg load cell. After the Arduino was programmed properly, opening the serial monitor 
allowed the display of the real-time data. 
 
Figure-33 IDE and Serial Monitor of Arduino 
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 The wireless transmission experiments mainly test the operation of the Wi-Fi module and 
the receiving network. The Arduino Wi-Fi shield was plugged into the Arduio UNO board 
(see Figure-34). A laptop or a tablet was used as the receiving device to simulate the network. 
The receiving device needs to have ‘Netassist’ installed to display the data (see Figur -35 
left). The wireless transmission was as fast as getting data from the USB port. 
 




Figure-35 Data display comparison 
(left) Netassist 
(right) Arduino serial monitor 
4.5 Experiments of data stability 
Based on the above experiments, the display of certain weights is floating, not static. 
Two more experiments were designed to record the floating data and try to determine wheth r 
there is a pattern. One experiment tests the range from 0g to 50g with 2g as increment (s e in 
Figure-36). The measurement for each weight is collected with 2 minutes and 30 seconds, 
which is about 17~18 data points for each measurement. The range of the other experiment is 
from 0g to 2010g with an increment of 20g (see in Figure-37). The sampling time is 30 




 The range covered in the first experiment is only 1/100 of the full range of the load cell 
with smaller increments and more data points for each weight. This experiment is dsigned to 
see how the data points float. The result shows no pattern but the data is between ±0.5g, 
which means the load cell has the resolution of 1g (equals to 0.005inch). This resolution is 
better than manually reading the CoCoRaHS rain gauge. Therefore, it can be assumed that th  
data is stable enough. 
 The second experiment covers a wide range, which is the maximum capacity of 
CoCoRaHS rain gauge. Its goal is to check the linearity of this 0-5kg load cell. Th  linearity 
will determine whether a correction to the database will be required. Through the result, it is 





Figure-36 0g to 50g with 2g as increment 
 
Figure-37 0g to 2010g with 20g as increment 
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CHAPTER 5 
CONCLUSHION AND FUTURE 
5.1 Proof-of-concept 
This thesis has demonstrated the feasibility of an automated CoCoRaHS rain gauge. 
The tested weight-based automated rain gauge has enough resolution (about 0.5g equivalent 
to 0.0025inchs) and is capable of wirelessly transmitting precipitation data. The proof-of-
concept rain gauge prototype could only be used in a laboratory environment and was not 
suitable for field testing. 
The rain gauge tested in this thesis consists of the original CoCoRaHS cylinder, the 
modified CoCoRaHS bracket, and the new designed base with purchased electronic 
components. The purchased electronic components included two load cells, a HX711 ADC 
module, an Arduino, and an EMW3162 Wi-Fi module. One of the load cells came from a 
kitchen scale. Both load cells had their own bases in experiments. The 0-2kg load cell was 
mounted in a 3D-printed base. The shape of this 3D-printed base will be close to the real 
product design for the new CoCoRaHS rain gauge. A metal base built by the CSU machine 
shop was used for the 0-5kg load cell. This 0-5kg load cell satisfies the range requirement of 
the new rain gauge. The experiments were conducted in the CSU C105 Electrical Lab as well 
as other in-door locations. 
There were five steps with some experiments designed to demonstrate the overall 
concept. In the first step, a kitchen scale with a 0-2kg load cell was reverse engineered. The 
0-2kg load cell, the scale platform, and its PC board were used to demonstrate the weight-
45 
based concept. The linearity between the weight input and electrical output demonstrated the 
possibility of the CoCoRaHS rain gauge being transforming into a weight-based rain gauge 
through a low-cost load cell. The second step was to design a new base for the present 
CoCoRaHS rain gauge. The base was designed and 3D printed. The third step was to replace 
the circuit from the kitchen scale with a design for the CoCoRaHS rain gauge. This circuit 
was designed to convert the weight of precipitation into the height of precipitation and 
transmit the data to other electronic devices wirelessly. An ADC module was selected as the 
bridge between the load cell and the microcontroller (an Arduino). The Wi-Fi shield made it 
easy to add a Wi-Fi module to the Arduino. The forth step was to program the Arduino and 
locate suitable receiver software for other electronic devices. After debugging, the code 
enabled the Arduino to obtain the digital data from the load cell. With ‘Netassist’ 
downloaded, computers, laptops and tablets are able to receive the data from the load cell
wirelessly. The final step was to test the entire system. The entire system is defined as the 0-
5kg load cell with the microelectronic circuit. The result from the system test showed this 
new weight-based automate rain gauge to be highly accurate and robust. Through the bill of 
materials and the estimated power calculations, it is believed that this new automated 
CoCoRaHS is sufficiently low-cost for amateurs to purchase and the battery power pr vides a 
useful lifetime of at least one-year. 
5.2 Turn the design into a product 
The next step after this proof-of-concept will be to turn this design into a product which
could be used in field tests. For the reason that this design consists of both mechanical system 
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and electrical system, each will be separately discussed. In addition, the considerations to 
move forward with commercialization of the rain gauge will be described. 
For mechanical system, the main concern will be the connection between the bracket and 
the base. There are two options to improve the stability. One is to manufacture the bracket 
and base as one piece. The problem will be the increasing cost to make this irregular, three-
dimensional plastic part. Also the stress concentration near the joint should be carefully 
calculated which can influence the lifetime of the rain gauge. The other option is to find a 
best connection type, such as a screw connection for example. The screw is a strong 
connection but it depends on how many screws and where the screws are located. Over time, 
the user, especially in windy areas, may have to check the screws and may need to tighten the 
screws occasionally.  In addition, the friction between the bracket and the overflow tube 
needs further study especially under freezing conditions.  It is quite possible that the tube 
may freeze to the bracket, which will make the rain gauge produce incorrect measurements. 
For the electrical system, the main development should be the coding and software. In 
this thesis the developed software consisted only to detect the weight change from the l ad 
cell and wirelessly transmit this data to a receiving laptop or tablet. The code did not include 
checking for unexpected weight change, like a bird landing on the cylinder. Another 
limitation is that the present code needs to be manually calibrated. Th  next step should make 
the whole process of data reading automatic with no manual intervention required. For 
software, the GUI (Graphical User Interface) should be developed for a better user  
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experience. The present GUI uses the software, Netassist, wh ch is very basic and not 
convenient to use. 
For the whole product, it will be very important that whole system is weatherproof. 
Freezing precipitation and wind will be the main factors that influence the data reading. The 
mechanical system should be wind-resistant while the electrical system needs to be 
waterproof. 
5.3 Further possibilities 
As discussed in the introduction of CoCoRaHS, the automated rain gauge could be used 
in more areas. The current design is based on the backyard situation. In order to cover more 
rural areas such as farms, islands, mountainous and deserts, the wireless method and power 
supply will need to be different from the present automated rain gauge. Wi-Fi is suitable for 
medium cover range, perhaps up to 100 meters. It may not bother the volunteer to change the 
back-yard battery every year, but this is probably not suitable for remote locations that are 
further away from a receiving station. Therefore, it might be more convenient to use cellular 
radio or satellite radio for long-range transmitting and self-powering systems for power, like a 
solar panel. A self-draining mechanical system should be designed for the reason that most 
remote areas are serviced only occasionally. In other cases, if the backyard volunteer does not 
want to change batteries, the rain gauge could also be designed with an electrical plug-in port. 
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APPENDIX B – ARDUINO LIBRARY 





HX711::HX711(byte dout, byte pd_sck, byte gain) { 
 PD_SCK  = pd_sck; 
 DOUT  = dout; 
  
 pinMode(PD_SCK, OUTPUT); 










 return digitalRead(DOUT) == LOW; 
} 
 
void HX711::set_gain(byte gain) { 
 switch (gain) { 
  case 128:  // channel A, gain factor 128 
   GAIN = 1; 
   break; 
  case 64:  // channel A, gain factor 64 
   GAIN = 3; 
   break; 
  case 32:  // channel B, gain factor 32 
   GAIN = 2; 
   break; 
 } 
 




long HX711::read() { 
 // wait for the chip to become ready 
 while (!is_ready()); 
 
 byte data[3]; 
 
 // pulse the clock pin 24 times to read the data 
 for (byte j = 3; j--;) {  
  for (char i = 8; i--;) {  
   digitalWrite(PD_SCK, HIGH); 
   bitWrite(data[j], i, digitalRead(DOUT)); 
   digitalWrite(PD_SCK, LOW); 
  } 
 } 
 
 // set the channel and the gain factor for the next reading using the clock pin 
 for (int i = 0; i < GAIN; i++) { 
  digitalWrite(PD_SCK, HIGH); 
  digitalWrite(PD_SCK, LOW); 
 } 
 
 data[2] ^= 0x80; 
 
 return ((uint32_t) data[2] << 16) | ((uint32_t) data[1] << 8) | (uint32_t) data[0]; 
} 
 
long HX711::read_average(byte times) { 
 long sum = 0; 
 for (byte i = 0; i < times; i++) { 
  sum += read(); 
 } 
 return sum / times; 
} 
 
double HX711::get_value(byte times) { 
 return read_average(times) - OFFSET; 
} 
 
float HX711::get_units(byte times) { 




void HX711::tare(byte times) { 




void HX711::set_scale(float scale) { 
 SCALE = scale; 
} 
 
void HX711::set_offset(long offset) { 
 OFFSET = offset; 
} 
 
void HX711::power_down() { 
 digitalWrite(PD_SCK, LOW); 
 digitalWrite(PD_SCK, HIGH);  
} 
 
void HX711::power_up() { 

















  byte PD_SCK; // Power Down and Serial Clock Input Pin 
  byte DOUT;  // Serial Data Output Pin 
  byte GAIN;  // amplification factor 
  long OFFSET; // used for tare weight 
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  float SCALE; // used to return weight in grams, kg, ounces, whatever 
 
 public: 
  // define clock and data pin, channel, and gain factor 
  // channel selection is made by passing the appropriate gain: 128 or 64 for channel A, 
32 for channel B 
  // gain: 128 or 64 for channel A; channel B works with 32 gain factor only 
  HX711(byte dout, byte pd_sck, byte gain = 128); 
 
  virtual ~HX711(); 
 
  // check if HX711 is ready 
  // from the datasheet: When output data is not ready for retrieval, digital output pin 
DOUT is high. Serial clock 
  // input PD_SCK should be low. When DOUT goes to low, it indicates data is ready 
for retrieval. 
  bool is_ready(); 
 
  // set the gain factor; takes effect only after a call to read() 
  // channel A can be set for a 128 or 64 gain; channel B has a fixed 32 gain 
  // depending on the parameter, the channel is also set to either A or B 
  void set_gain(byte gain = 128); 
 
  // waits for the chip to be ready and returns a reading 
  long read(); 
 
  // returns an average reading; times = how many times to read 
  long read_average(byte times = 10); 
 
  // returns (read_average() - OFFSET), that is the current value without the tare weight; 
times = how many readings to do 
  double get_value(byte times = 1); 
 
  // returns get_value() divided by SCALE, that is the raw value divided by a value 
obtained via calibration 
  // times = how many readings to do 
  float get_units(byte times = 1); 
 
  // set the OFFSET value for tare weight; times = how many times to read the tare value 
  void tare(byte times = 10); 
 
  // set the SCALE value; this value is used to convert the raw data to "human read ble" 
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data (measure units) 
  void set_scale(float scale = 1.f); 
  // set OFFSET, the value that's subtracted from the actual reading (tare weight) 
  void set_offset(long offset = 0); 
 
  // puts the chip into power down mode 
  void power_down(); 
 
  // wakes up the chip after power down mode 
  void power_up(); 
}; 
 







An Arduino library to interface the Avia Semiconductor HX711 24-Bit Analog-to-Digital 
Converter (ADC) for Weight Scales. 
 
This is my humble attempt at creating an Arduino library for this ADC: 
http://www.dfrobot.com/image/data/SEN0160/hx711_english.pdf 
 
Other libraries exist, including this very good one, which I first used and which is the starting 
point for my library: 
https://github.com/aguegu/ardulibs/tree/master/hx711 
 
Although other libraries exist, I needed a slightly different approach, so here'sow my library 
is different than others: 
 
1. It provides a tare() function, which "resets" the scale to 0. Many other implementations 
calculate the tare weight when the ADC is initialized only. I needed a way to be able to set the 
tare weight at any time. Use case: place an empty container on the scale, call tare() to reset the 
readings to 0, fill the container and get the weight of the content. 
 
2. It provides a power_down() function, to put the ADC into a low power mode. According to 
the datasheet, "When PD_SCK pin changes from low to high and stays at high for longer than 
60μs, HX711 enters power down mode". Use case: battery powered scales. Accordingly, there 
is a power_up() function to get the chip out of the low power mode. 
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3. It has a set_gain(byte gain) function that allows you to set the gain factor and select the 
channel. According to the datasheet, "Channel A can be programmed with a gain of 128 or 64, 
corresponding to a full-scale differential input voltage of ±20mV or ±40mV respectively, when 
a 5V supply is connected to AVDD analog power supply pin. Channel B has a fixed gain of 
32.". The same function is used to select the channel A or channel B, by passing 128 or 64 for
channel A, or 32 for channel B as the parameter. The default value is 128, which means 
"channel A with a gain factor of 128", so one can simply call set_gain(). Also, the function is 
called from the constructor. 
 
4. The constructor has an extra parameter "gain" that allows you to set the gain factor and 
channel. The constructor calls the "set_gain" function mentioned above. 
 
5. The "get_value" and "get_units" functions can receive an extra parameter "times", and they 
will return the average of multiple readings instead of a single reading. 
 
How to Calibrate Your Scale 
 
1. Call set_scale() with no parameter. 
2. Call tare() with no parameter. 
3. Place a known weight on the scale and call get_units(10). 
4. Divide the result in step 3 to your known weight. You should get about the parameter you 
need to pass to set_scale. 
5. Adjust the parameter in step 4 until you get an accurate reading. 
 
 
